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Ssr+S3!_q_gnrotioateo r.4ining Company,'D6;t6is )ozd4{/(?kr 4,
0n December 11, L994, Division staff members sueLinner,.Tom Tetting, Dave tloopqt and w.yn" Hedberg made a fieldinspection to the i6andoned mirr site ;i crift;;;-u[arr, toascertain the status of a complaint received frorir yr.' CecilIttoodman of ca11ao, Utah. Mr. lvoodman discussed with Divisionrepresentatives the subreasing of some craimr-nni"n'n"possessed to a Mr. BilI Moeller of American Consol-idated Miningcompany. Mr. Moerler has been utilizing the reased propertieson an intermittent basis. Mr. lrloodman 6xplaineo tnaI Mr.MoeLler had been moving some of the equipment from the millsite and ol-d operationi at calLao, ut;h; to a new Location atan abandoned milrlng operation site at crirton,-ut"n. Mr.woodman further exprained that he was concerned over thecyanioe leaching process which Amerj.can Consolidated under thedirection of Mr. Bilr Moel-ler was utilizing at the site. Anon-site investigation of these arreog-d by-Division--representatives yierded an unpermitt;d operation at the ordclif ton mi11 :i!:. rrpon cr.oser inspection of the area, thefollowing activities were noted

A leaching system had peen set up aojacent to an ephemeraldrainage. This system consisted of a'graieo leacnint pddrwhich had a series of small crushed orE stockpiles to a systemof two or three plastic lined ponds.

A system of pvc piping, approximately two inches indiameter was apparentry'being useo to transmit water from aplastic storage tank l6cated approxi.mately ioo t;;;; updrainagefrom the leach pad area. underground water was directed tothis opgn-pla:tic_storage tank irom a piperine and submersible
PumP originating from an old mine adit'adjacent to tne storagetank. The water level inside the adit was approximately zo-tofeet below the entrance to the same. The twb' incn prastic pipewhich led from the storage tank to the reaching op"i"tion wasdirected down an ephemeraL channer adjacent to-the leachingsite. Upon inspection of the pipelin6 leading to the leach
Pad, it was noted that this line.had a section which was brokenin severaL sections making the system ineffective in itspresent state. There was a sprinking system set up on-top ofthe crushed ore piles on the leach p;d. The entire leachingcomplex was encrosed by a wire fence with *"rr,ir,g-iig"i-bos[eoin various l_ocations.
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Also located on-site, were two mobile trailers, a
storage shed, a large diesel generator and assorted pieces of
processing equipment and hardware. It did not appear that the
leaching facilities had been used very recently; however, there
were recent signs of vehicular access to the site. There is
another open decline adjacent to the leaching facility which
can be easily entered. No water rvas noted from observations at
the entrance.

A series of recent disturbances ancl excavations in an
adjacent drainage were also noted. Cumulatively, these
disturbances were estimated to be at least two acres in size.

Approximately 3OO yards updrainage from the leach pad
facility is an abandoned building which contains a Iarge number
of 1 I/2 oiameter inch boxed core samples. It seemed highly
questionabl-e to the staf f whether this site woul-d qualify under
a Declaration of Exemption (OOf) status and decided that the
company should be contacted as soon as possible for more
information and clarification of this unpermitted activity.
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